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Durafix 630
Optima CoatingsDurafix 630 is a solvent-free epoxy repair kit for floors and other mortar repairs. A high strength non-flowing two component
epoxy repair kit in a thixotropic or smooth version for the skimming and repairing of walls.

Colours: Black Brown

PRODUCT USES
 Repair floors using the adhesive paste on a large variety of surfaces
 Suitable for grouting steel bars and bolts into concrete
 Repairing concrete spalls and deformations.

ADVANTAGES
 Water resistant

COVERAGE
 400g per m2 or as required.

SURFACE PREPARATION
 Ensure all substrates are thoroughly clean, sound, dry and free from any contaminants such as dirt, rust, salt, algae and grease.
 It is advisable to abrade surfaces where possible to ensure good adhesion.
 Degrease oily surfaces before abrasion, degrease again before the application of Optima CoatingsDurafix 630.

APPLICATION
 Mixing: Stir the contents of each container separately and then mix together for 4-5 minutes until a homogenous mixture is

obtained.Mixing musttake place in a suitable clean container or on a dry surface. If only a part of a kit is used it is important that the mixing
ratio of 1:1 (part A:B) by massis maintained.

 Application: Apply Optima CoatingsDurafix 630 to the prepared surface using a spatula, putty knife or trowel. Keep bonded surfaces in
place until theadhesive is touch dry. No pressure is required.

CLEANING
 Clean tools immediately using Optima Coatings Xylene.

IMPORTANT
 Store under cover out of direct sunlight and protect from extremes of temperature.
 Potlife is 35 minutes at 25°C for a 100g mix.

SAFETY PRECAUTIONS
 As with all chemical products, care should be taken during use and storage to avoid contact with eyes, mouth, skin and foodstuffs.
 It is advisable to wear protective clothing including gloves, and goggles.
 Treat splashes to eyes and skin immediately by washing with warm water and soap
 If accidentally ingested, seek medical attention.
 Reseal containers after use.
 Use in well ventilated areas and avoid inhalation.
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TECHNICAL DATA
Pack size 500ml, 1L&2,5L
Curing time:

Touch dry 6-10 hours
Practical cure 18 hours
Full chemical cure 7 days

Technical details above are provided in good faith.  We are an ISO 9001: 2008 registered company and our products are manufactured to the highest standards using raw materials
of superior quality.  Consequently we believe in the quality of our products and will willingly replace any product in the unlikely event of a quality related performance failure.  Whilst
we are confident in guaranteeing the quality of our products, we cannot however accept any liability for performance failure due to the incorrect application of our products.  Correct
application is critical to the successful performance of our products and as this process falls outside of our control we are unable to cover the application under our product
performance warranty. Where there are doubts, it is recommended that the user conduct their own suitability tests before use. To retain sheen and colour consistency of your paint,
always make sure that the batch numbers are the same on all paint containers that you purchase.
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