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Duramortar 500 
Optima Coatings Duramortar 500 is a single component acrylic polymer modified repair mortar for use as a "fairing coat" or cosmetic mortar. 
Duramortar 500 can be mixed with water to form a fine grey trowellable mortar which can be used to fill in pores, blowholes and blemishes on a 
concrete surface. Duramortar 500 can also be used as a 'skim' coat prior to the application of protective coatings. Duramortar 500 is specially 
formulated to produce a shrinkage compensating mortar with no cracking when applied in a thin section. 
 

Colours:  n/a 

 
 

PRODUCT USES  

 Optima Coatings Duramortar 500 can be used as a fairing or skim coat to cover and make good blemishes in concrete surfaces such as 
slight honeycombing, blowholes, defects caused by 'sand runs', patch repairs, shutter movement and grout loss.  

 Preparatory treatment to concrete to receive a thin film protective coating.  
 To produce a uniform surface over repaired areas. 

 

ADVANTAGES  

 Requires only the addition of mixing water.  
 Shrinkage compensating. 
 Excellent adhesion to concrete.  
 Flexible.  
 Smooth, easily produced finish. 
 Low permeability. 
 Excellent resistance to freeze / thaw action and carbonation. 
 Prevents the ingress of water borne salts, such as chloride and atmospheric / chemical attack.  
 Subsequent paint coats can be applied with greater economy. 

 

COVERAGE  

 One 25kg bag of Optima Coatings Duramortar 500 will typically yield 16 litres of mortar and will cover approximately 6.3m² at 2.5mm 
thickness. 

 

SURFACE PREPARATION  

 Ensure all substrates are thoroughly clean, sound, dry and free from any contaminants such as dirt, rust, salt, algae and grease. 
 Concrete surfaces should be thoroughly soaked prior to application of Optima Coatings Duramortar 500, to ensure a saturated, but 

surface dry condition. 
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APPLICATION  

 Optima Coatings Duramortar 500 should be applied to the complete area with the minimum of trowelling.  
 Leave for a short period before final trowelling.  
 Finishing may be aided by flicking a small amount of water onto the surface, using a paint brush before final trowelling.  
 When used as a "scrape coat", Duramortar 500 can be applied with a brush or roller and then the excess scraped off with the edge of a 

steel float. In this way blow holes and minor blemishes in an otherwise fair faced concrete can be hidden.  
 Fill cracks in the surface by reducing the amount of water added when mixing to produce trowellable putty like mortar.  
Curing:  
 It is essential to properly cure Duramortar 500 even though it is specially formulated to prevent shrinkage and cracking. 
 Particular care should be taken in hot and windy conditions.  
 Cure with a single coat of Optima Coatings Durafinish 800 which is compatible with most subsequent protective coatings, or by covering 

the surface with properly secured plastic sheeting. 
 

CLEANING  

 All equipment should be washed with water immediately after use. 
 

SAFETY PRECAUTIONS  

 As with all chemical products, care should be taken during use and storage to avoid contact with eyes, mouth, skin and foodstuffs.  
 Treat splashes to eyes and skin immediately.  
 If accidentally ingested, seek medical attention.  
 Reseal containers after use.  
 Use in well ventilated areas and avoid inhalation. 

 

TECHNICAL DATA  

Pack size     25 kg 
Compressive strength   25N/mm2 

Plastic density     1800 kg/ m3 
 
Technical details above are provided in good faith.  We are an ISO 9001: 2008 registered company and our products are manufactured to the highest standards using raw materials 
of superior quality.  Consequently we believe in the quality of our products and will willingly replace any product in the unlikely event of a quality related performance failure.  Whilst 
we are confident in guaranteeing the quality of our products, we cannot however accept any liability for performance failure due to the incorrect application of our products.  Correct 
application is critical to the successful performance of our products and as this process falls outside of our control we are unable to cover the application under our product 
performance warranty. Where there are doubts, it is recommended that the user conduct their own suitability tests before use. To retain sheen and colour consistency of your paint, 
always make sure that the batch numbers are the same on all paint containers that you purchase. 
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