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Durapol Membrane 120 CLX 
Optima Coatings Durapol Membrane 120 CLX is a self-adhesive, extremely flexible waterproofing membrane. The thick elastic self-adhesive 
rubber / bitumen compound is backed with a strong, high density, multi-layer polyethylene film with outstanding physical properties, making 
Durapol Membrane 120 CLX one of the most rugged self-adhesive membranes. The advanced carrier film is manufactured by cross laminating 
and chemically bonding the layers together. 
 

Colours: N/A 

 
 

PRODUCT USES  

 Ideal for damp proofing foundations, bridges, viaducts and other sub-grade applications. 
 

ADVANTAGES  

 Extremely flexible with typically over 1200% coating elongation and is capable of bridging shrinkage cracks in the concrete. 
 It’s high elongation and self-healing properties enable it to accommodate minor settlement.  
 Cross lamination provides dimensional stability, high tear strength, puncture and impact resistance to the membrane.  
 Self-adhesive.  
 Excellent resistance to aggressive soils and contaminated ground water.  
 Easy to apply. 

 

SURFACE PREPARATION  

 Ensure all substrates are thoroughly clean, sound, dry and free from any contaminants such as dirt, rust, salt, algae and grease.  
 Prime substrate with one coat of Optima Coatings Durasolv Primer applied by brush or roller.  
 Allow primer to dry completely before the application of Optima Coatings Durapol Membrane 120 CLX. 

 

APPLICATION  

 Peel back the protective release paper and apply the adhesive face onto the prepared surface.  
 Brush Optima Coatings Durapol Membrane 120 CLX onto the surface to ensure good initial bond. 
 Align and overlap adjacent rolls by 50mm minimum at sides and ends, and roll with a firm pressure using a roller to ensure complete 

adhesion and continuity between the layers.  
 In cool conditions, use a hot air gun or soft flame to apply gentle heat between layers. This will promote adhesion at lap joints.  
 Ensure that no wrinkles form between the layers. 
 Extend Durapol Membrane 120 CLX 300mm beyond retaining walls to allow continuity with the vertical application.  
 Once application is complete, take care to protect Durapol Membrane against punctures or physical damage. 
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TECHNICAL DATA  

Tensile strength 
Longitudinal    44.0 N/mm2 
Transverse   48.0 N/mm2 

Elongation % 
Longitudinal    230 
Transverse   180 

Tear resistance 
Longitudinal    350N/mm 
Transverse   315 N/mm 

Adhesion to primed concrete   1.85 N/mm 
Adhesion to self    1.8 N/mm 
Puncture resistance   230 N 65mm 
Water resistance     After 24 hours: 0.12% 
     After 35 days: 0.96% 
Environmental resistance    Conforms 
Moisture vapour transmission rate  0.28g/m2/24 hrs 
Properties listed are only for guidance and are not a guarantee of performance 

 
Technical details above are provided in good faith.  We are an ISO 9001: 2008 registered company and our products are manufactured to the highest standards using raw materials 
of superior quality.  Consequently we believe in the quality of our products and will willingly replace any product in the unlikely event of a quality related performance failure.  Whilst 
we are confident in guaranteeing the quality of our products, we cannot however accept any liability for performance failure due to the incorrect application of our products.  Correct 
application is critical to the successful performance of our products and as this process falls outside of our control we are unable to cover the application under our product 
performance warranty. Where there are doubts, it is recommended that the user conduct their own suitability tests before use. To retain sheen and colour consistency of your paint, 
always make sure that the batch numbers are the same on all paint containers that you purchase. 
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