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Durasilane WB
Optima Coatings’Durasilane WB is a water-thinnable, solvent free emulsion, based on a mixture of silane and siloxane which serves as a high
quality, general-purpose water repellent for impregnating and priming mineral surfaces. Durasilane WB contains a stabilized mixture of silanes
and siloxanes that are susceptible to hydrolysis. Hydrolysis occurs only after application to the substrate, which breaks the emulsion. Alcohol is
released and the emulsion is converted into a silicone resin water repellent.

Colours: N/A

PRODUCT USES
 Excellent water repellent for many absorbent mineral substrates, such as bricks, sand-lime brick, natural sandstone and mineral plasters.
 The aqueous consistency and storage stability when diluted, makes Optima Coatings Durasilane WB ideal for implant impregnation of

building materials made of clay, aerated concrete, sand-lime brick, fibrous cement, mineral fibres and lightweight aggregate.
 Water-repellent primer for emulsion paints and plasters, silicone resin emulsion paints and silicone resin plasters.
 Protect facades and buildings against water ingress
 Not suitable for less absorbent, dense natural stone, especially limestone, marble and reinforced concrete for bridges and roads.

ADVANTAGES
 Optima Coatings Durasilane WB reduces the capillary absorption of the building material which it has penetrated, but does not clog pores

or capillaries. There is therefore little or no impairment of the building material´s ability to "breathe".
 Good depth of penetration.
 Good resistance to alkalis.
 Rapid development of water repellence.
 Provides good adhesion for paints.
 Water-based and environmentally friendly.
 Stable in storage, even when diluted.

COVERAGE
 600mL per m2. Applied in a 2 or 3 coat application. Coverage will vary depending on the porosity and profile of the surface.
 Horizontal surfaces: 300mLper m2. Applied in a 2 coat application.
 Vertical or overhead surfaces: 200mL per m2. Applied in a 3 coat application.

SURFACE PREPARATION
 Concrete surfaces must be dry and cleaned to remove all traces of mould oil, curing compounds, dirt, dust, efflorescence, mould, algae,

grease, oil asphalt, paint, lacquers, or other coatings or any other materials that would prevent penetration. Acceptable cleaning methods
include shot blasting, high pressure water blasting, or grinding.

 All delaminated, loose or spalled concrete must be removed and repaired with an approved product from Optima Coatings’Duramortar
Concrete Repair range.

 Optima Coatings Durasilane WB can, as an additional protective measure, be applied directly to exposed rebar before repair work
commences.

 Non-moving shallow shrinkage cracks with no structural significance are simply treated with multiple coats or ponding of Durasilane WB.
 Other cracks or failed joint sealants should be routed clean and treated with Durasilane WB before being filled with suitable joint sealant

from the Optima Coatings Optiflexrange.
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APPLICATION
 Ensure the product is thoroughly stirred before use.
 Optima Coatings’Durasilane WB can be applied to the prepared substrate by means of brush or garden sprayer.
 Apply Durasilane WB undiluted to the substrate ensuring all joints and edges are coated.
 Apply Durasilane WB in 2 to 3 coats to ensure complete saturation of the substrate. Where the substrate is very porous an addiational

coat may be required.

IMPORTANT
 Do not apply at temperatures below 5°C or over 35°C.
 Allow concrete surfaces to dry for between 24 and 72 hours after heavy rain or cleaning with water before applying Optima Coatings

Durasilane WB.
 Do not apply if rain is expected within 4 hours.
 Do not alter or dilute the material as supplied.

CLEANING
 Equipment and spills can be cleaned with clean water.

STORAGE
 Optima Coatings Durasilane WB should be stored under normal warehouse conditions between -15°C and 50°C.
 Durasilane WB has a shelf life of 12 months when stored in undamaged, unopened containers.

SAFETY PRECAUTIONS
 As with all chemical products, care should be taken during use and storage to avoid contact with eyes, mouth, skin and foodstuffs, (which

may also be tainted with vapour until the product is fully cured and dried).
 Treat splashes to eyes and skin immediately. If accidentally ingested, seek medical attention. Keep away from children and animals.

Reseal containers after use.
 Use in well ventilated areas; avoid inhaling. Suitable respiratory equipment may be needed, e.g. when spraying.
 Can cause skin, eye irritation. Wear protective eye shields and gloves during use. Do not smoke or allow sparks or naked lights when

stored or in use.
 Chemical products can cause damage; clean spillage immediately.

TECHNICAL DATA
Pack size 5L or 20L
Density 0.95g/cm3
pH                                                                          8
Flash Point 63°C
Viscosity 0.95 mPa.s
Properties listed are only for guidance and are not a guarantee of performance

Technical details above are provided in good faith.  We are an ISO 9001: 2008 registered company and our products are manufactured to the highest standards using raw materials
of superior quality.  Consequently we believe in the quality of our products and will willingly replace any product in the unlikely event of a quality related performance failure.  Whilst
we are confident in guaranteeing the quality of our products, we cannot however accept any liability for performance failure due to the incorrect application of our products.  Correct
application is critical to the successful performance of our products and as this process falls outside of our control we are unable to cover the application under our product
performance warranty. Where there are doubts, it is recommended that the user conduct their own suitability tests before use. To retain sheen and colour consistency of your paint,
always make sure that the batch numbers are the same on all paint containers that you purchase.
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