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Durasolve Primer
Optima Coatings Durasolve Primeris a versatile petroleum solvent-based bituminouspriming and sealingsolution. Durasolve Primer is a black,
low viscosity primer for concrete, asbestos, cement, brick and similar masonry surfaces. Durasolve primer can also be used on metal surfaces
such as steel, galvanised sheeting, aluminium etc.

Colours:  Black

PRODUCT USES
A bitumen solution suitable for sealing and priming of all porous and non-porous surfaces prior to treatment with:
 Cold applied filled bituminous compounds.
 Hot or cold applied bituminous sealants.
 Torch-on membranes.

ADVANTAGES
 Versatile bituminous primer for porous or non-porous surfaces.
 Used on concrete or metal.
 Economical.
 Easy to apply.
 Non-sticky finish.

COVERAGE
 3-4m² per litre per coat.Applied in a 1 coat application.Coverage will vary depending on the porosity and profile of the surface.

SURFACE PREPARATION
 Ensure all substrates are thoroughly clean, sound, dry and free from any contaminants such as dirt, rust, salt, algae and grease.

APPLICATION
 Optima Coatings Durasolve Primer may be applied by brush or spray.
 Allow primer24 hours to dry thoroughly before being overcoating with any waterproofing compound, sealant or coating.
 Any overcoat applied over uncured film may lead to solvent entrapment with consequent poor adhesion.

CLEANING
 Tools, brushes and mixing equipment should be cleaned immediately after use and before material has set with Optima Coatings Xylene

cleanerfollowed by washing with soap and water.

IMPORTANT
 Store in a cool, dry place, in the original packaging and under cover.
 This product has a shelf life of 24 months from date of manufacture if stored correctly.
 In more extreme conditions this period might be shortened.
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SAFETY PRECAUTIONS
 Wet film is flammable.
 Toxicity: Solvents are toxic.
 Ensure adequate ventilation and do not smoke, use flame or naked lights during application.
 If material is splashed into the eye, wash with plenty of clean water and seek medical attention.
 Cured Optima Coatings Durasolve Primer is inert and harmless.

TECHNICAL DATA
Pack sizes 1 litre, 5 litre, 20 litre
Density 1.10 g/cm³
Viscosity 10 000cps ± 2 000
Flash Point above 44ºC
Solid Content 88%
Cure time 12 to 24 hours
Full physical properties 4-7 days
Water Absorption 1.5%
Water Vapour Transmission 33 g/m² 24 hours
Tensile Strength Unexposed:  1.95 Mpa Exposed 2.52 Mpa
Elongation % Exposed: 316
Adhesion-in-peel Fibre reinforced Cement 30 N
Weathering After exposure to a mercury lamp for 5000hours - equivalent to 10 years of outside exposure

- no significant failure.
Service Temperature -44ºC to 120º C
Hydrostatic Pressure Greater than 70 kpa
Shelf life 6 months in unopened containers.
Storage Unopened containers - undercover in cool dry area below 30°C

Opened containers – use within 24 hours

Technical details above are provided in good faith.  We are an ISO 9001: 2008 registered company and our products are manufactured to the highest standards using raw materials
of superior quality.  Consequently we believe in the quality of our products and will willingly replace any product in the unlikely event of a quality related performance failure.  Whilst
we are confident in guaranteeing the quality of our products, we cannot however accept any liability for performance failure due to the incorrect application of our products.  Correct
application is critical to the successful performance of our products and as this process falls outside of our control we are unable to cover the application under our product
performance warranty. Where there are doubts, it is recommended that the user conduct their own suitability tests before use. To retain sheen and colour consistency of your paint,
always make sure that the batch numbers are the same on all paint containers that you purchase.
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