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DURATOP CONCRETE SEALER
DuratopConcrete Sealeris a single-component, single application aromatic polyurethane sealerfor the protection, anti-dusting and hardening
surface dressing for concrete and woodenfloors where good chemical resistance is required.Duratop Concrete Sealer provides good
chemical and abrasion resistance by penetrating and consolidating the flooring and eliminating dust.

Colours: Amber

PRODUCT USES
Duratop Concrete Sealer is used as the sealer of choice for:

- Chemical processing factories,
- Warehouses with forklift traffic
- The building industry
- Garages
- Quays and landings

It is the most suitable material for consolidating flooring around high heat sources, in chemical spill areas, wash areas and offloading areas,
providing low moisture permeability, abrasion resistance, impact resistance and ease of cleaning.
Duratop Concrete Sealershould be applied in a single application, ensuring good penetration and can be applied in three to four coats if
required.

ADVANTAGES
- Ease of application- only unskilled labour required
- Fast application/rapid access
- Short curing time
- Hygienic and easy to maintain, microbiologically inert.
- Durable/long life- Wide chemical resistance, wear and impact resistance, resists temperatures from -400C to 1200C
- New or old floors can be treated.

COVERAGE
As porosity and texture of concrete floors vary considerably, it is not possible to quote accurate coverage rates, but the following will provide a
guide:

Theoretical requirement: 10-12 m2per litre
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SURFACE PREPARATION

The substrate must be dry and free of all wax, grease, oils, fats, soil, looseor foreign materials and laitance. Laitance and unbounded cement
particles must be removed by mechanical methods, i.e. abrasiveblasting or grinding. Other contaminants may be removed by scrubbing with a
heavy-duty industrial detergent such as OptiDegreaser and rinsing with clean water.

The surface must show open pores throughout with the main aggregate in concreteexposed and have a sandpaper texture. Substrate moisture
content prior to coating should be below 4% and substrate tensile strength above 1.5 MPa.Concrete surfaces shall be ‘visibly dry’ with no
standing water.

APPLICATION
The product can be sprayed, rolled or brushed. Apply two or more coats of Duratop Concrete Sealer with a rubber squeegee wet-
on-wet, allowing a maximum of threehours between coats. Very porous surface may require up to 4 coats to achieve the desired
hardening effect. Back-roll with a medium pile roller, wearing spike shoes if necessary. Brushes and hands should be cleaned with
Optima Coatings Xylene thinner. Always wear gloves when working with this material. Ensure limited pooling.

CLEANING
Once dry and cured, may be swept of dust and cleaned with water-based detergent.

SAFETY PRECAUTIONS
Avoid breathing solvent vapours.  Use gloves as may stain hands.

TECHNICAL DATA
Pack size : 1L, 5L and 20L
Storage conditions : Store indoors at temperatures of 5-35°C. Protect from moisture
Viscosity: 45-60 ku at 23°C
Flashpoint: 270C
Finished film appearance: gloss to semi-gloss
Water retention ASTM C156: water-resistant
Drying Time ASTM C309 dependant on atmospheric moisture 4-6 hours at 23°C
Curing time: 2-3 days dependant on atmospheric moisture
Properties listed are only for guidance and are not a guarantee of performance

Technical details above are provided in good faith.  We are an ISO 9001: 2008 registered company and our products are manufactured to the highest standards using raw materials
of superior quality.  Consequently we believe in the quality of our products and will willingly replace any product in the unlikely event of a quality related performance failure.  Whilst
we are confident in guaranteeing the quality of our products, we cannot however accept any liability for performance failure due to the incorrect application of our products.  Correct
application is critical to the successful performance of our products and as this process falls outside of our control we are unable to cover the application under our product
performance warranty. Where there are doubts, it is recommended that the user conduct their own suitability tests before use. To retain sheen and colour consistency of your paint,
always make sure that the batch numbers are the same on all paint containers that you purchase.

Updated: June 2016 (this supercedes all previous publications)


