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OptiShine
Optima’s OptiShine is a high quality reflective aluminium paint which imparts a brilliant silver finish.

Colour: Silver Aluminium

PRODUCT USES
 OptiShine is recommended for pipes, gates, fences and structural steel.
 OptiShine is to be applied to primed or undercoated substrates.
 Used as interior or exterior finishing coat over suitably primed and undercoated steel, wood and masonryproviding excellent protection

against water/moisture and ultraviolet light degradation.

ADVANTAGES
 Provides good protection on interior and exterior surfaces.
 Protects against ultraviolet degradation.
 Weather resistant.
 Highly reflective - reduces heat.
 Is heat resistant up to 100 °C.
 Has excellent brilliance.

COVERAGE
 Theoretical coverage at 25 m²/l at 20 μm DFT per coat. Applied in a 2 coat application with a total dry film thickness of 40 μmDFT.
 12,5m² per litre applied in two coats.

SURFACE PREPARATION
 Surfaces must be clean, sound, dry and free from grease, oil or any other contaminants.
Mild Steel:
 Remove oil, grease and dirt contamination with OPTIDEGREASER. Rinsethoroughly with fresh water and allow to dry. Remove all rust by

coarse sanding, wire brushing, etc. Primegeneral surfaces the same day with OPTIPRIME ALKYDor OPTIPRIME AQUA.
New Galvanised steel:
 Remove grease, oil and temporary protective coating with OPTIGALV CLEANER,followed by clean water rinses until a water break-free

surface is achieved.
 Remove any red rust with scouring pads, sanding or wire brushing etc. back to clean bright metal. Spot primeareas where rust has been

removed with OPTIPRIME ALKYD or OPTIPRIME AQUA. Prime the entire surface with OPTIPRIME ALKYD or OPTIPRIME AQUA
Weathered Galvanised steel:

1.1 Remove any rust by sanding or wire brushing back to bright metal. Clean away sanding dust and any oils or grease with OPTIGALV
CLEANER using Scotchbrite pads.  Rinse well with water and allow to dry. Ensure all OPTIGALV white powdery residue is
completely removed by thoroughly water washing with Scotchbrite

.
 Prime with OPTIPRIME ALKYD or OPTIPRIME AQUA the same day to avoid re-contamination and flash rust.  Allow to dry.

APPLICATION
 Stir thoroughly with a flat paddle until homogeneous and occasionallyduring use if required.
 Apply using a brush, roller or spray.
 Thinning the product is not normally necessary for brush and roller application. For sprayapplication thin approx. 10 parts OPTISHINE to 1

part or MINERAL TURPENTINE by volume.
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CLEANING
 Clean tools and equipment using mineral turpentine.

SAFETY PRECAUTIONS
 As with all chemical products, care should be taken during use and storage to avoid contact with eyes, mouth, skin and foodstuffs (which

can also be tainted with vapour until product is fully cured or dried).
 Treat splashes to eyes and skin immediately.
 If accidentally ingested, seek immediate medical attention.
 Use in well ventilated areas and avoid inhalation.
 Keep away from children and animals.
 Reseal containers and dispose of as per local regulations.

TECHNICAL DATA
Pack Size 5 litre and 20 Litre kits
Number of components Single pack
Touch drying time 4 hours
Dry to handle 16 hours
Overcoating time Ideal: 16 hours at 23ºC at 50% relative humidity
Volume solids 50.6%
Application temperature 10ºC to 35ºC
Density 0.97 g/cm³
Viscosity/23º C 53-57KU
Flash point 38°C
Toxicity Toxic in uncured state
Cleaner Mineral Turpentine
Shelf life 24 months
Storage conditions Cool dry place below 25ºC
Properties listed are for guidance and are not a guarantee of performance.

Technical details above are provided in good faith.  We are an ISO 9001: 2008 registered company and our products are manufactured to the highest standards using raw materials
of superior quality.  Consequently we believe in the quality of our products and will willingly replace any product in the unlikely event of a quality related performance failure.  Whilst
we are confident in guaranteeing the quality of our products, we cannot however accept any liability for performance failure due to the incorrect application of our products.  Correct
application is critical to the successful performance of our products and as this process falls outside of our control we are unable to cover the application under our product
performance warranty. Where there are doubts, it is recommended that the user conduct their own suitability tests before use. To retain sheen and colour consistency of your paint,
always make sure that the batch numbers are the same on all paint containers that you purchase.
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