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OptiSignalBlack
Optima Coatings OptiSignalBlack is a non-reflective, acrylic topcoat for railway signalling equipment and other primed metal surfaces.

Colours:Black

PRODUCT USES
 Topcoat for railway signalling equipment.
 Topcoat over primed galvanized metal and other metal surfaces.
 Can also be applied to old and new masonry, cement, concrete, bricks and plaster.

ADVANTAGES
 Excellent weather and UV resistance - water vapour permeable.
 Very good flow and hiding capabilities.
 Ready to use - less wastage, no mixing or thinning required.
 The product is flexible which prevents cracking and peeling.

COVERAGE
 10m² per litre per coat. Applied in a single coat.

SURFACE PREPARATION
 Substrates must be sound, clean and rust free.
 Degrease with Optima Coatings OptiDegreaser as per instructions and rinse thoroughly with water to obtain a water break-free surface.
 Galvanized steel:  Prime with Optima Coatings OptiPrimeAqua as per instructions.
 Metal:  Prime with Optima Coatings OptiRustBusta, OptiMetalCoat or OptiPrimeAqua as per instructions.

APPLICATION
 Stir Optima Coatings OptiSignalBlack well.
 Apply with a brush, roller or airless spray.
 Small components can be dipped by diluting Optima Coatings OptiSignalBlack - add a maximum of 5-10% water.
 Can over coat after 4 hours.
 Spreading rate is 1 litre per 10m² for a single coat.

CLEANING
 Use water to clean tools.

SAFETY PRECAUTIONS
 Not for internal consumption.
 Keep out of reach of children.
 Eye contact: If splashed in the eyes, rinse immediately with clean warm water.
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TECHNICAL DATA
Pack size 4 litre
No. of components One
Touch Drying time 30 minutes
Over coating time 4 hours
Volume solids 45 %
Wet film thickness 100 microns
Dry film thickness 45 microns
Service temperature Below 65°C
Application temperature > 5°C
Weathering Excellent
U.V Resistance Excellent
Abrasion resistance Good
Density 1,4 kg/l
Toxicity Contains no heavy metals
Fire Hazard Not flammable
Cleaner Water
Shelf life 12 months
Storage Store in a cool, dry place (>4°C) in original tin with lid firmly closed for up to 12 months

Technical details above are provided in good faith.  We are an ISO 9001: 2008 registered company and our products are manufactured to the highest standards using raw materials
of superior quality.  Consequently we believe in the quality of our products and will willingly replace any product in the unlikely event of a quality related performance failure.  Whilst
we are confident in guaranteeing the quality of our products, we cannot however accept any liability for performance failure due to the incorrect application of our products.  Correct
application is critical to the successful performance of our products and as this process falls outside of our control we are unable to cover the application under our product
performance warranty. Where there are doubts, it is recommended that the user conduct their own suitability tests before use. To retain sheen and colour consistency of your paint,
always make sure that the batch numbers are the same on all paint containers that you purchase.
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