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Xylene 
Optima Coatings Xylene is an aromatic, water- and alcohol-free solvent suitable for use as thinner and clean-up solvent for all moisture-cure 
polyurethane products such as Optima Coatings Durashield 840 and Optima Coatings Opti PU Tar. 
 
These products may not be thinned with solvents containing water, as foaming and premature gelling will occur. Similarly alcohol-based 
solvents may not be used, as these will prevent these products from curing. 
 

Colours:  N/A 

 
 

PRODUCT USES  

You can use Optima Coatings Xylene: 
 To thin Optima Coatings Durashield 840 and Optima Coatings Opti PU Tar. 
 As a clean up solvent for Optima Coatings Durashield 840 and Optima Coatings Opti PU Tar. 

 

ADVANTAGES  

 Free of water. 
 Free of alcohols. 
 Has a low viscosity. 
 Solvent for all aromatic materials. 
 Compatible with polyurethanes. 

 

SAFETY PRECAUTIONS  

 Optima Coatings Xylene is a volatile solvent. 
 Use in well ventilated area. 
 Alternatively use respiratory protection e.g. half mask respirator with organic vapour cartridge. 
 Hand Protection:  Silver Shield gloves or nitrile rubber gloves. 
 Eye Protection:  Monogoggles. 
 Body Protection:  Standard issue work clothes.  Safety shoes or boots with chemical resistance.  If splashes are likely use a PVC apron. 
 First Aid: 

 Symptoms:  Irritation of the skin, eyes and respiratory tract.  Headache, nausea, dizziness, narcosis. 
 Inhalation:  Remove to fresh air.  If rapid recovery does not occur seek medical advice. 
 Skin:  Remove contaminated clothing.  Wash skin with water and soap.  If persistent irritation occurs seek medical advice. 

 Ingestion:  Do not induce vomiting.  Give nothing by mouth.  If rapid recovery does not occur seek medical advice. 
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TECHNICAL DATA  

Pack Size    5 litre 
No of components    1 
Colour     Clear 
Physical state    Liquid 
Odour     Aromatic 
Initial boiling point    138,7°C 
Final boiling point    142.3°C 
Vapour pressure    1.0 kPa @ 20°C 
Density     0.870 g/cm³ @23°C 
Vapour density    (air = 1)  : 3.7 
Flash point    25°C 
Explosion limit (upper)   6.6% vol 
Explosion limit (lower)   1.1% vol 
Auto ignition temperature   500°C 
Solubility in water    0.175 kg/m³ 

 
Technical details above are provided in good faith.  We are an ISO 9001: 2008 registered company and our products are manufactured to the highest standards using raw materials 
of superior quality.  Consequently we believe in the quality of our products and will willingly replace any product in the unlikely event of a quality related performance failure.  Whilst 
we are confident in guaranteeing the quality of our products, we cannot however accept any liability for performance failure due to the incorrect application of our products.  Correct 
application is critical to the successful performance of our products and as this process falls outside of our control we are unable to cover the application under our product 
performance warranty. Where there are doubts, it is recommended that the user conduct their own suitability tests before use. To retain sheen and colour consistency of your paint, 
always make sure that the batch numbers are the same on all paint containers that you purchase. 
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